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TOTAL BILL OF MATERIAL GENERAL NOTES
SUPER SUB 1) Fasteners shall be high strength bolts. Bolts 3/4" ¢, open holes 13/16" 9, unless otherwise noted.
ITEMS UNITS TOTAL 2.) All structural steel shall conform to AASHTO Classification M-270 Gr. 36, unless otherwise noted.
082-0169|082-0170|082-0169{082-0170 .35 %o,f,l:e,d weldl;r% Is ps;;m,;ﬂed fexcep;‘ Gf‘?) specifiled in rrhe fc%nsh;gﬁfAd%Jéneénfséo
.) Reinforcement bars shall conform to the requirements ol r 60.
Channel Excavation Cu. Ya. 449 360 809 5.) Reinforcement bars designated (E) shall be epoxy coated.
Stone Riprap, Class A3 Sq. Yd. 4 4 6.) gr;o/,' to rp;u)/‘r/ngl the n;aw] clanznlalf% deck, alldh,eravy % Ioos;r rust, l/oose 7‘mi/;L sc,;zfl)e, and offher 7{;)0;5 ordg:fegﬁa/qf
letrimental forelgn material shall be removed from the surfaces in confact with concrete. Tightly adhered pain
Concrefe Removal Cu. Yd. 63.9 49.6 33.5 may remain unless otherwise notfed. Removal shall be accomplished by methods that will not damage the steel
Concrete Superstructure Cu. Yd. | 90.3 54.4 44.7 and the cost will be Included in the pay Item covering removal of the existing concrefe.
Bridge Deck Grooving Sq. Yd. | 1660 1253 2,913 7.) Plan dimensions and detalls relative to existing plans are subject to nominal construction variations. The
Protective Coat Sa. ¥ 3 Contractor shall fleld verify existing dimensions and detalls affecting new construction and make necessary
rotective Co q. Yd. 78 237 615 approved adjustments prior fo construction or ordering of materials. Such varlations shall not be cause for
Furnishing and Erecting Structural Steel Pound 16,710 10,940 27,650 ad;ﬂﬂ?/;)a,/r corln%er:jsm;iofr;, for ,;1 ch/angeb ,gnfsco%e of ﬂ/:e work, however, the Contractor will be paid for the quantity
; actually furnished at the unit price or the work.
Cleaning and Painting Structural Steel, Location ! L. Sumi 0.5 0.5 1 8.) The existing structural steel coafing contalns lead. The Contractor shall deal with the presence of lead on this
Cleaning and Painting Structural Steel, Location 2 L. Sum 0.5 0.5 1 /l)?rojlch aeccording to the Gulde Bridge Special Provision "Contalnment and Disposal of Lead Paint Cleaning
es/dues”.
Reinforcement Bars, Epoxy Coafed Pound | 14,870 8,710 23,560 9.) A minimum of 2 air monitors will be required to monitor abrasive blasting operations at this site. See the Guide
Bar Splicers Each 72 72 144 0 g,rldg? Specgial l;’rfoivlslw} ;gg "C(;n;‘,alnmefnf z;nd I[)Iipo.lsalhoz éead Paint hg[legn;‘ngr h/i;esid;ies';.g Special
.. leaning and painting o exlsting structural steel shall be as specified in Guide Bridge Speclal Provision
Preformedl Joint .Sfrlp Seal Foot 2615 2i4.5 496 for "Cleaning and FPainting Existing Steel Structures". All beams, bearings, and other structural steel within
Elastomeric Bearing Assembly, Type I Each 63 45 108 5 ft. (measured along the beam) of either side of deck expansion joints shall be cleaned per Near White Blast
Anchor Bolfs, 1" Fach 126 90 2816 Cleaning - SSPC-SPI0. The exterlor surfaces and bottom of the bottom flange of the fascia beams shall not
7 TR Exiat be cleaned or painted. The designated areas cleaned per Near White Blast Cleaning shall be painfed according
lack_and Remove Existing Bearings Each 63 45 108 to the requirements of Paint System 1-OZ/E/U. The color of the final finish coat for all inferior steel surfaces
Structural Steel Removal Pound | 1280 £280 1) A Steecrr s atont bl bs. shop-painted with the inorganic zinc rich pri AASHTO M300, Type 1
" . structural steel shall be shop painted w. e Inorganic zinc rich primer per , Type 1
Hot-Mix_Asphalt Surface Removal (Deck) Sq. Yd. | Lre7 | 1300 3,037 Cost included with Furnishing and Erecting Structural Steel.
Containment and Disposal of Lead Paint Cleaning Resldues No. 1 L. Sum 0.5 0.5 1 12,) The area along the slope walls as determined by the Engineer should be cleared of vegetation, bushes, saplings,
Confainment and Disposal of Lead Paint Cleaning Residues No. 2 L. Sum 0.5 0.5 7 gs‘.ssac/\cgrdlng to Section 201 of the Standard Specifications. This work will be Included with Stone Riprap,
Cleaning Bridge Seafs S5q. Ft. 1,041 795 1,836 13.) Z}e Channfe/ Exzfavaﬂon hmciy be varied lnf the fleld to sult the channel conditions as directed by the Engineer.
w excavated material shall remain on site.
Bridge Deck Scarification 3/ — S5q. ¥d. | 1506 L34 2,660 14.) The bearing seats at the abutments and Pler No. 2 cover an area of 1,041 Sq. Fi. (E.B.) and 795 Sq. Ft. W.B.).
Bridge Deck Microsilica Concrete Overlay 2 3/4 Sg. Yd. | 1506 1154 2,660 Tchlese[aregsl sha/{s_ b; cleaned according to the Special Provislons and pald for at the contract unit price for
1 epair of Concrete (Depth Equal to or Less than 5 Inches) | Sq. F. “Cleaning Bridge Seats".
Structural Repah (Dep g ) | 5q. Fi 3 &6 53 22 15.) All areas of erosion are tfo be repalred by placing Class A3 Stone Riprap In a@ manner fo match the existing
Structural Repair of Concrete (Depth Greater than 5 Inches) Sq. Ft. 39 3 42 ground proflle or to Improve the ground profile.
Plug Existing Deck Drains Each 0 10 20 16.) Joint openings shall be adjusted according to Arficle 520.04 of the Standard Specifications when the deck Is
Joint Sedler Foot 42 pr B4 poured at an amblent temperature other than 50°F.
oint_2eale, 90 17.) Cost of removal and re-installation of all members necessary to complete the work as detailed on the plans
and as specified In the Special Provisions shall be included with "Furnishing and Erecting Structural Steel.”
Cost of removal of members to be replaced as detalled on the plans and as specified In the Special Provisions
shall be included with :Structural Steel Removal."
18.) Existing reinforcement bars extending Info the removal area shall be cleaned, stralghtened and Incorporated
Into the new construction. Any reinforcement bars that are damaged during concrete removal shall be replaced
with an approved bar splicer or anchorage system. Cost included with "Concrete Removal.”
19.) If the analysis submitted to the Contractor for the jacking/femporary support system fo be used shows temporary
stiffeners are required to prevent web crippling or buckling, the stiffeners shall be steel and bolted to the web.
If stiffeners are not required, hardwood timbers shall be Installed tightly between the top and botfom flange fo
prevent flange rotation.
20.) Profective Coat shall be applled to the full length of the parapets and new concrete af the Expansion Joints
and Joint Closure Locatlons. Protective coat shall not be applied to areas that will receive the Microsliica
Concrete Overlay.
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